%

Switch Inspection Report / Seml-Annual

Page 1 of 3

Mainline 1 2 Yard wWo# /€4 3237
te:  |) / 14 / | Inspection Crew | M AL
1 Location 22 Standard Joints
2 Switch I.D. # Zé .? s /A Y R N/A
3 Facing Tra|||ng 23 Switch Plates
(SY R N/A
Rall Points _y 24 Adjustable Braces
4 PointtoPoint *, | -z CS¥ R N/A
5 Pomt Condition 25 Non-Adjustable Braces
S)YR SY R N/A '
6 Point Throw Nothing less than 4" or greater than 5"
_ Min 3 1/2" on house top point protector Switch Rods
N R_/Zi/ ' 26-Front-Rod
7 Point Opening _ | (Y R N/A
N_D 24 R/V /A 27 1 Rod (Baskst Rod)
8 Fit Y R N/A
SYR 28 (g Rod
9 General Condition of the Points Y R NA
SYR 29 #3 Rod
Gage . 'S)Y R N/A
10 Heel of Switch 30 ,#4‘ Rod
a) Main__)(, 77 (S)Y R N/A
a) Turnout 31 Closure Rail
Gage ahead of Bend__0 £ - 'S/Y R N/A
Must not be less than 56" or or more than 57" for "S" 32 Sl‘m‘aca of Switch
\SXY R N/A

12 Heel Spread in Inches

a) Tumout b /1
a)Main_G 2/

Using a 62" cord

S= Up to 1" Max allowed Speed
Y=1"to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH

Stock Rali Greater than 1 3/4" = Out of Service
13 Bend 33 Head Block ties
(S)Y R S'YR
14 Condition 34 Switch Adjustments
(S'YR Yes No
35 Lubrication
Bolts OK \Dry/
15 Loose__ <> NI/A 36 ?vﬁtch Target / Lamps
16 Mlssmg 9 N/A Missing_) __ N/A
37/Latches ‘
Rivets (Huck Bolts) \OK’ Broken_’_Missing.__
17 Loose '~ N/A 38 Locks
18 Missing__ ) N/A (OK) Broken_ Missing.
19 Cotter Pins missing__* | N/A 39 General Condition
20 Jam Nuts Loose N/A (SYR
Nashers OK' Broken Missing 40 Insulated Joints

Remarks on Page 3
JBW/WEM Mod. 09-15-08

(S)YR



Frog Inspection Report / Semi-Annual

Page 2 of 3

Malnline 1 2 Yard Wo# )443203 7
~ate: ]/)/lLI / 1Y Inspection Crew: /, | AN W T eon i
1 Location s 2 Turnout Ties
28witchID.# 59558 T4 58-Condition
3 Facing Trailing L~ s YR
44 Frog Tread N SYR 59 Rail Movement
R SYR SYR
45Frog#__\ 0 & Tle Plates
46 Frog Point Condition G(sz -pad
S YR S'YR
47 Condition of Frog 61Gurad Rail Flangeway
S YR SYR N_7: R
48 Surface of Frog Guard Ralil Flnngmw can not be less 1 1/2"
S/Y R 62 Guard Rail Plates
' "t SYR
49 ThroatinInches ' /] 83 Frog Plates
50 Flangeway Depth 8 SYR
Flangeway Depth must not be less than 1 1/2"
Bolts
Gage 64 Loose \ N/A
51 Main Track - 65 Missing : N/A
52 Turnout Track
Gage must not be less than 56" for any Class Rivets (Huck) ,
66 Loose N/A
Guard Ralls TS 87 Missing '_ N/A
53 Guard Rail Gage N_¢ q f - / R ¢ 68 Nuts Missing ' N/A

Guard Rall Gage must bo ss than 54 3/8"

"/1/

54 BacktoBack N “ 2 R /
Back to Back must be less than 53 1/8"

54 Condition
(S)Y R

55 L0¢atlon of Guard Rail (Relation to Point)
'SYR

Guard Rail Clamps

56 Main Track
S YR N/A
57 Turnout Track
(S/YR N/A

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

69 Cotter Pins Missing ) N/A
70 Washers OK Broken () Missing_(~ &

71,Hold Down Devices
'Y R NA

72 .8pring Housing
S'Y R NA

73 Deralls(ﬂ .
S YR, N/A)

74 Maximum difference in any 31'in Cross
Level on the siding from the Frog Point to
50" beyond last long tie

( (OK) Difference

75 Condition of Line thru entire turnout
SYR

Class 2 and gefs a Y
Rs..ﬁarks on page 3




Remarks Page 3 of 3

Switch Date WO #

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks

S All items inspected are in compliance

Y Attention needed

R Immediate attention reqyired or Out of Service

Reviewed by:

Date: jr D -—’}77" / LL/




Switch Inspection Report / Seml-Annual

Page 1 of 3

Mainline 1 2 Yard wo# /LY%7¢
~te: /14 /14 Inspection Crew |5 ... .\ . WA (R i
1 Location 22 Standard Jajnts
2 Switch 1.D. # S Y R/N/A
3 Facing Trallmg 23(§witch Plates
S YRNA
Rall Points 24 Adjustable Braces
4 Point to Point S'Y R NA
5 Ponnt Condition 25 Non-Adjustable Braces
S Y R SYRNA
‘Point Throw Nothing less than 4" or greater than 5"
Ny . Min 3 1/2 " on house top point protector Switch Rods
N__| | R : 26 Front Rod
7 Poin upenlng S'Y R NA
N R 27 #1 Rod (Basket Rod)
8 Fit (S /Y R N/A
(SYR 28 #2 Rod
9 Ganeral Condition of the Points S IY R N/A
S 'Y R 29 #3 Rod
Gage . 'S)Y R N/A
10 Heel of Switch 30 #4 Rod
a) Main | 'S)Y R N/A
a) Turnout 31 Closure Ralil
3age ahead of Bend S)Y R N/A
mMust not be less than 56" or more than 57" for "S" 32 Surface of Switch
‘%? Y R N/A
12 Heel Spread in Inches sing a 62' cord
a) Turnout g S= Up to 1" Max allowed Speed
a) Main 4 Y=1"to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH
Stock Rail Greater than 1 3/4" = Out of Service
13-Bend 33 d Block ties
SYR {;
14 Condition 34 Switch Adjustments
S)YR Yes No
' 35 Lubrication
Bolts OK (Dry
15 Loose N/A 36 Switch Target / Lamps
18 Missing N/A OK / Missing N/A
37 Latches
Rivets (Huck Bolts) OK Broken_ Missing_
17Loose__ 0 N/A 38 kocks
18 Missing__ ) ) N/A \OK’ Broken (_Missing_(

19 Cotter Pins missing N/A 39 General Condition
20 Jam Nuts Loose N/A SYR
Nashers OK'  Broken_ _ Missing_!' 40 Insulated Joints
SYR

Remarks on Page 3
JBW/WEM Mod. 09-15-08



Frog Inspection Report / Semi-Annual Page 2 of 3

Mainline 1 2 Yard WO #
/ 2 ") [
Nate: Y20, Inspection Crew: |, | . WAL Ly
1 Location Turnout Ties
2 Switch 1.D. # 58 Condition
3 Facing Tra|l|ng (SYR
44 Frog Tread N (2 YR 59 Rail Movement
R XY R ‘YR
45Frog#_| ( Tie Plates
46 Frog Point Condition 60 Lead
(SYR [SYR
47 Qond|t|on of Frog 61Gurad Rail Flangaway
S YR SYR Nl.7 R ’
48 Surface of Frog Guard Rail Flannewav can not ha lege 1 1/2"
(8Yr 62 Guard Rail Plates
P S YR
49 Throat in Inches 63 5rog Plates
50 Flangeway Depth s
Flangeway Depth must not be less than 1 1/2"
Bolts
Gage : 64 Loose N/A
51 Main Track 65 Missing N/A
52 Turnout Track /2
Gage must not be less than 56" for any Class Rivets (Huck)
66 Loose N/A
Guard Ralls , 67 Missing N/A
53 Guard Rail Gage N 2], 68 Nuts Missing N/A
Guard Rall Gage must be Iess than 54 318" 69 Cotter Pins Missing N/A
54 BacktoBack N R ) 70 Washers OK Broken_  Missing
Back to Back must be lesa than 53 118"
54 Condition 71 Hold Down Devices
S)YR (S}Y R NA
55 Locatlon of Guard Rail (Relation to Point) 72 Spring Housing
S'YR Y R NA
Guard Rail Clamps 73 Derails -
56 Main Track SYR G\JIA\
SYR N/A )
57 Turnout Track 74 Maximum difference In any 31" in Cross
SYR N/A Level on the siding from the Frog Point to
(5 beyond last long tie
Class 1 Gage 56" to 57 1/2" 0] Difference
More than 57 1/2" Out of Service
Class 3 Gage 56" to 57" 75 Condition of Line thru entire turnout
More than 57" to 57 1/4" downgrade to . SYR

Class Zandgetsa Y
R...r%arks on page 3




Remarks Page 3 of 3

‘Switch Date WO #

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks
S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Servi
Reviewed by: K;ﬂé» Date: / O *’7 7-'/ C/
? 4




Switch Inspection Report / Semi-Annual

Mainline 1 2 Yard wo# /493 27
~ate: \6/14 /14 Inspection Crew /E) Jancska M Alehin W B,
1 Location 22 Standard Joints
2 Switch I.D. # 5838 S Y RINA>
3 Facing Trailing ' 23 Switch Plates
. SYRNA
Rail Points B 24 Adjustable Braces
4 Pointto Point | S'Y R NA
5 Point Condition 25 Non-Adjustable Braces
YR ‘'S'Y R N/A
B Point Throw Nothing Iess than 4" or greater than 5"
_ Min 3 1/2" on house top polnt protector Switch Rods
N_| 7] R . 26 Front Rod
7 Point Opening (SYR NA
N_5 ' R 27 #1 Rod (Basket Rod)
8 Fit {SY R NA
SYR 28 #2 Rod
9 General Condition of the Points { S)Y R N/A
(SX R 29 §3 Rod
Gage 'S Y R NA
10 Heel of Switch 30 #4 Rod
a) Main S Y R NA
a) Turnout_* 31 (Gbosure Rail
Gage ahead of Bend Y R N/A
mMust not be less than 56" or more than 57" for "'S" 32 Surface of Switch
S (Y)R N/A
12 Heel Spread in Inches Using a 62’ cord

a) Turmout___ /1

a)Main_G /17,

Stock Rail

1(3 and
11_ Condltlon
S)Y R

Bolts
15 Loose_ | N/A

18 Missing N/A

Rivets (Huck Bolts)

17 Loose____ N/A
18 Missing N/A
19 Cotter Pins missing N/A

Page 1 of 3

S= Up to 1" Max allowed Speed
Y= 1" to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH
Greater than 1 3/4" = Out of Service
33 Haa;l Block ties
\S X R
34 Switch Adjustments
Yes 'No’
35 Lubncahqn
OK \Dry
36 Switch Target / Lamps
OK Missing_ | N/A
37 Latches
OK)) Broken_" Missing
38 Lacks
\OK) Broken__ Missing___
39 General Condition

20 Jam Nuts'Loose N/A
Vashers. OK  Broken____ Missing_ =

Remarks on Page 3
JBW/WEM Mod. 09-15-08

S)YR
40< ulated Joints



Frog Inspection Report / Seml-Annual

Page 2 of 3
wo # |! é L} f:"__‘ 52 ./1\

Mainline 1 2 Yard
Nate: 1O Inspection Crew: N ALl w R
1 Location Turnout Ties
2 Switch I.D. # CSE 3B 58 Condition
3 Facing Trailing SYR
44 Frog Tread N SYR 59 Rail Movement
R SYR ‘SYR

45Frog#__| Tie Plates
46 Frog Point Condition 60~

( YR 'Y R

ondition of Frog 61Gurad Rail Flangeway

\S YR YR N R

48 Surface of Frog Guard Rall Flangeway can not be less 1 1/2"
SY R 62 Guard Rail Plates
| ’s

49 Throat in Inches
50 Flangeway Depth
Flangeway Depth must not be less than 1 1/2"

Gage

51 Main Track

52 Turnout Track
Gage must not be less than 56" for any Class

Guard Rails N . =
53 Guard Rail Gage N YV R__

Guard Rall Gage must be Iess than 54 3/8"
54 BacktoBack N | R -
Back to Back must be less than 53 1/8"
54 Condition
/s)Y R

55 Location of Guard Rail (Relation to Point)
SX¥R

Guard Rail Clamps

58 Main Track

S YR N/A
57 Turnout Track

(S YR N/A

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

YR
6? og Plates
S/Y

Bolts

64 Loose N/A
65 Missing N/A
Rivets (Huck)

66 Loose N/A
67 Missing N/A
68 Nuts Missing N/A

69 Cotter Pins Missing N/A
70 Washers OK Broken Missing

71 Hold Down Devices
‘S’Y R NA

72-Spring Housing
S’Y R NA

73 Derails N
SYR/NA)

74 Maximum difference In any 31' in Cross
Level on the siding from the Frog Point to
50! beyond last long tie

O K/ Difference

75 Condition of Line thru entire turnout
SYR

- Class 2 and getsayY
Re.l)rarks on page 3




Remarks Page 3 of 3

' Switch Date WO #

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks
S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Servi
Reviewed by: Me g %/{Lﬁ Date: /&» - Z 7 ~/ (%

¥




Switch Inspectlon Report / Semi-Annual

Mainline 1 2 Yard
~ate: ¥e ' Inspection Crew
1 Location

2 Switch |.D. # Z(> ?

3 Facing Trailing

Rall Points
4 Point to Point

int Condition
Y R

8 Point Throw Nothing Iess than 4" or greater than 5"
Min 3 1/2 ” on house top point protector

Wo# /LS o824

Page 1 of 3

7 Point Opening
N ' R
it
‘éﬁ’ R

? General Condition of the Points
\SYR
Gaga .
10 Heel of Switch
a) Main
a) Turnout _ _
Gage ahead of Bend

just not be less than 56" or more than 57" for "S"

12 Heel Spread in Inches

a) Tumout_; 7715
a)Main__C 77
Stock Rall
13 Bend
SYR
14 Condition
SYR
Bolts
15 Loose N/A
18 Missing N/A

Rivets (Huck Bolts)

17 Loose N/A
18 Missing N/A
19 Cotter Pins missing N/A

22 Standard Joints
S YR NA
23 Switch Plates
(8 YR N/A
24 Adjustable Braces
(S/'Y R N/A
25 Non-Adjustable Braces
(S\Y R NA

Switch Ro
26 Eront Rod

S Y R NA
27 #1 Rod (Basket Rod)
S)Y R N/A
28 #2 Rod
S)Y R NA
29 #3 Rod
“8)Y R N/A
30 #4 Rod
SY R N/A
31 Closure Rail
8)Y R N/A
32 Surface of Switch
‘SJ)Y R N/A
Uslng a62'cord
S= Up to 1" Max allowed Speed
Y=1"to 1 1/2" 40 MPH
R=11/2" to1 3/4" 12 MPH
Greater than 1 3/4" = Qut of Service
33 Head Block ties
SYR
34 Switch-Adjustments
Yes | No/
35 Lubrication
OK Dry
36 Switch Target / Lamps
(OK| Missing_ ~: N/A
37 Latches
OK| Broken __Missing___
38 Locks *
OK Broken ! Missing'
39 General Condition

20 Jam Nuts Loose N/A | SYR
© Nashers OK Broken__ Missing 40 Insulated Joints
’ R SYR

Remarks on Page 3
JBW/WEM Mod. 09-15-08



Frog Inspection Report / Seml-Annual

Maliniine 1 2 Yard

Page 2 of 3

wo# 550

Inspection Crew:

Nate: i ] |

1 Location :
2 Switch I.D. # G0 s Z
3 Facing Tral[lng
44 Frog Tread N 8 YR

R S \Y} R

45 Frog #
46 Erog Point Condition

S)YR
47 Cond:t!on of Frog

(8)Y R
48 Surface of Frog

b ‘HH

-2 I« 1
49 Throatininches__ °/ '
50 Flangeway Depth 7Y
Flangeway Depth must not be less than 1 1/2"

Gage
51 Main Track

52 Turnout Track
Gage must not be less than 56“ for any Class

I

Guard Rails Y
53 Guard Rail Gage N_ R
Guard Rail Gage must\be less thaq 54 318"
54 BacktoBack N . /% o2 5/
Back to Back must be less than 53 1/8"
54 Condition
S)YR

55 Location of Guard Rail (Relation to Point)
SYR

Guard Rall Clamps

56 Mam Track
{ S Y R N/A
57 Tumout Track
(S)Y R N/A

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

Turnout Ties
58 Condition

S YR
59 Rail Movement
S)YR
Tie Plates
GO-I\ead
'S'YR
61Gurad Rail Flangeway
SYR N_ A R
Guard Rail Flangeway can not he Ises 1 1/2"
62-Guard Rail Plates

"SYR
63 Frog Plates

SYR
Bolts
64 Loose D N/A
65 Missing N/A
Rivets (Huck)
66 Loose N/A
67 Missing N/A
68 Nuts Missing N/A
69 Cotter Pins Missing _ N/A

70 Washers OK Broken_0__ Missing’___

71 Hold Down Devices
S YR NA

72-Spring Housing
S'YR NA

73 Deralls ¢
S Y R( NIA)

74 Maximum difference in any 31'in Cross
Level on the siding from the Frog Point to
50° beyond last long tie

OK /| Difference

75 Condition of Line thru entire turnout
SYR

Class 2 and getsayY
R\..-n)arks on page 3




Remarks Page 3 of 3

Switch Date WO #

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks

S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service

Reviewed by: / ,ﬁ’;V/"‘:‘ Date: / / 2 Z Z éj




Switch Inspection Report / Semi-Annual

Page 1 of 3

Mainline 1 2 Yard Wo# /&S50 Fo08
" ater Inspection Crew
1 Location 2o L 22 Standard Joints
2 Switch 1.D. # 53518 (S Y R NA
3 Facing Trailing v 23 Switch Plates
'S/Y R N/A
Rall Points 24 _A\djustable Braces
4 Point to Point S Y RNA
5 Point Condition 25,fﬂqn-Adjustable Braces
SYR : 'S'Y R N/A '
6 Point Throw Nothing less than 4" or greater than 5"
. Min 3 1/2* on house top point protector Switch Rods
N ~ R ' 26 Front Rod
7 Point Opening S'Y R NA
N ) R 27 #1 Rod (Basket Rod)
8 Fit SY R NA
SYR 28 #2 Rod
9 General Condition of the Points S’Y R N/A
SYR 29 #3 Rod
Gage . 'S'Y R N/A
10 Heel of Switch 30 #4 Rod
a) Main S YR NA
a) Turnout 31 Closure Rall
Gage ahead of Bend ‘SY R N/A
Must not be less than 56" or more than 57" for "S" 32 Surface of Switch
/S Y R N/A

12 Heel Spread in Inches
a) Turnout '
a) Main

Stock Rail
13 Bend

SYR
14 Condition
S'YR

Bolts

15 Loose N/A
16 Missing_: . N/A

Rivets (Huck Bolts)
17 Loose N/A
N/A

18 Missing____

Using a 62' cord

S= Up to 1" Max allowed Speed

Y=1"to 1 1/2" 40 MPH

R=11/2" to 1 3/4" 12 MPH

Greater than 1 3/4" = Out of Service
33 Head Block ties

SYR

34 Switch Adjustments
Yes (No\
35 Lubri n

OK' Dry
36 Switch Target / Lamps
OK' Missing N/A
37 Latches
OK Broken _ Missing_
38-Locks
OK Broken{ | Missing.  _

19 Cotter Pins missing N/A 39 General Condition

20 Jam Nuts Loose N/A SYR

. Nashers OK  Broken____ Missing__ " 40/In§ulated Joints
'S'YR

Remarks on Page 3
JBW/WEM Mod. 09-15-08



Frog Inspection Report / Seml-Annual

Page 2 of 3

Mainline 1 2 Yard wo# /(&
Mate: ¥ ' ' Inspection Crew:
1 Location Turnout Ties
2 Switch I.D. # 58 Condition
3 Facing Trailing S8 YR
44 Frog Tread N SYR 59 Rail Movement
R SYR S'Y R
45 Frog # _| Tie Plates
46 Frog Point Condition 60 Lead
7(& S YR
4 Condltlon of Frog 61Gurad Rail Flangeway
YR N_L2 R
48 gurface of Frog Guard Rall Flangeway can not he less 1 1/2"
Y 62 Guard Rail Plates

>
49 Throat in Inches____
50 Flangeway Depth :

Flangeway Depth must not be less than 1 1/2"

Gage R 3
51 Main Track qf/_ 21
52 Turnout Track__*“ '

Gage must not be less than 56" for any Class

Guard Rails - s
53 Guard Rail Gage N R i /! ¢
Guard Rail Gage must be less than 54 3/8"
54 BacktoBack N . ¢ R 7z
Back to Back must be less than 53 1/8"

54 _Condition

SYR

5$—I=9cat|on of Guard Rail (Relation to Point)
S YR

Guard Rall Clamps

56 Main Track
SYR N/A
57 Turnout Track
SYR N/A

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

'S'Y R
63 Frog Plates
@ YR

Bolts
64 Loose ' N/A
65 Missing ) N/A

Rivets (Huck)

66 Loose N/A
67 Missing N/A
68 Nuts Missing N/A
69 Cotter Pins Missing N/A
70 Washers OK Broken Missing

71 Hold Down Devices
"s)Y R NA
7? Spnng Housing
'S YR NA
73 Derails ,
SYRNA,

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to
30’ beyond last long tie

Q Difference

75 Condition of Line thru entire turnout
“8$Y R

Class 2 and getsayY
Re..n)arks on page 3




Remarks Page 3 of 3

Switch Date WO #

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks
S All items inspected are in compliance

Y Attention needed

R Immediate attention requ? or Out of Service

Date: /ﬂ | ”Z ?« ) (_/

Reviewed by:




Switch Inspection Report / Semi-Annual

Page 1 of 3

Mainline 1 2 Yard WO# /650826
“-)ate: \6/ Inspection Crew | A
1 Location 3 22 Standard Joints
2 Switch I.D. # ggﬁ / 4 ,, (SY R NA
3 Facing Trailing 23 Swntch Plates
S/Y R N/A
Rall Points ) 24 Adjustable Braces
4 Pointto Point | /1~ S R N/A
5 Point Condmon 25 Non-Adjustable Braces
s) S)Y R N/A
6 Polnt Throw Nothing Iess than 4" or greater than 5" '
Min 3 1/2" on house top point protector Switch Rods
N ! R 26 Front Rod
7 Point Opening S’Y R N/A
N : R 27 #1 Rod (Basket Rod)
8 Fit S'Y R N/A
SYR 28 #2 Rod
9 General Condition of the Points S'Y R N/A
BYR 29 #3 Rod
Gage S'Y R NA
10 Heel of Switch 30 #4 Rod
a) Main___ ‘S)Y R N/A
a) Turnout . o 31 Closure Rail
‘Gage ahead of Bend 71 (DY R N/A
Must not be less than 56" or more than 57" for "S" 32 Surface of Switch
(SX R N/A

12 Heel Spread in Inches
a) Tumout_( 1z

Uslng a62'cord
S= Up to 1" Max allowed Speed

a) Main__¢& 7 3 Y=1" to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH
Stock Rail Greater than 1 3/4" = Out of Service
13 Bend 33 Head Block ties
S'Y R @
14 Condition 34 Swntch Adjustments
SYR Yes (No/
35 Lubrication
Bolts 0K Dry
15 Loose N/A 36 Switch Target / Lamps
16 Missing N/A OK Missing N/A
37 Latches
Rivets (Huck Bolts) . OK Broker(—_LMissing_’
17 Loose N/A 38 Locks
18 Missing N/A \OK Broken,. ’Mlssmg
19 Cotter Pins missing N/A 39 General Condition
20 Jam Nuts Loose N/A S'YR
Nashers OK ' Broken__ (| Missing 40<I sulated Joints
S'YR

Remarks on Page 3
JBW/WEM Mod. 09-15-08



Frog Inspection Report / Semi-Annual

Mainline 1 2 Yard

Page 2 of 3

Wo# 591

'\\ato: \(2./ ) 1(/ Inspection Crew:

1 Location

2 Switch 1.D. #

3 Facing Tralllng

44FrogTread N N ($
) R

45Frog#__ | (>
46 Frog Point Condltion
(S)Y R
47 Condition of Frog
\S} YR
48 Surface of Frog
(8YR
49 Throat in Inches
50 Flangeway Depth___ )
Flangeway Depth must not be less than 1 1/2"

Gage

51 Main Track

52 Turnout Track
Gage must not be less than 56" for any Class

.i/E /

Guard Ralls :
53 Guard Rail Gage N__ ' R

Guard Rall Gage must be Iess than 54 3/8"
54 BacktoBack N R %) Ay
Back to Back must be less than 53 1/8"
54 Condition
(S)YR
55 Ltgcatlon of Guard Rail (Relation to Point)

Guard Rail Clamps
SGéIIaln Track

N/A
57{ “Fyrnout Track
S X R N/A

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

Turnout Ties
58 Condition

SYR
59 Rail Movement
{ S YR
Tle Platesg
80 Lead
\S)Y R
61Gurad Rail Flangeway »
SYR N_%; ¥
Guard Rall Flannewav can not be lese 1 1/2"
62 Guard Rail Plates
'SYR
63 Frog Plates
'S Y R

Bolts
64 Loose L/ N/A
65 Missing N/A

Rivets {Huck)

66 Loose N/A
67 Missing N/A
68 Nuts Missing N/A
69 Cotter Pins Missing N/A
70 Washers. OK Broken Missing_

71-Hald Down Devices
SY R NA
72 5pnng Housing
S'Y R NA
73 Deralls_
S Y R NA

74 Maximum difference in any 31' in Cros\
Level on the siding from the Frog Point to
50" beyond last long tie

( OK}h Difference

75 Condition of Line thru entire turnout
S YR

Class 2 andgetsa Y
Re«narks on page 3




Remarks Page 3 of 3

Switch Date WO #

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks
S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service
Reviewed by: KQJA Date: / 0 -~ Z/%/ L/

f.



Switch Inspection Report / Semi-Annual

Mainline 1 2 Yard
T te: Inspection Crew
1 Location

28witch LD.# /535 34
3 Facing L Trailing

Rall Points
4 Pointto Point 5|

5 Point Condition
(SY R,

6 Point Throw Nothing less than 4" or greater than 5"
Min 3 1/2 ” on house top point protector

N R_L A
7 Point Opening

N ) 3/% R
8 Fit

SYR

9 General Condition of the Points
SX R
Gage
10 Heel of Switch
a) Main
a) Turnout,
3age ahead of Bend

Must not be less than 56" or more than 57" for "S"

12 Heel Spread in Inches
a) Turnout__ ¢~
a) Main

Stock Rail
13 Bend

SYR
14 Condition
SYR

Boits
15 Loose ' NIA

18 Missing__~ ' N/A

Rivets (Huck Bolts)

17 Loose ) N/A
18 Missing N/A

Wo# /oS08 /

Page 1 of 3

22 Standard Joints
($ YRNA

23 Switch Plates
'S)Y R N/A

24 Adjustable Braces
/S)Y R N/A

25 Non-Adjustable Braces
(8)Y R NIA -

Switch Rods
26 Front Rod

(8’Y R N/A
27 #1 Rod (Basket Rod)
(9 Y R NA
28 #2 Rod
(S)Y R N/A
29 #3 Rod
SY R N/A
30 #4 Rod
S YRNA
31 Closure Rail
S YRNA
32 Surface of Switch
S XY R NA
Using a 62' cord
S= Up to 1" Max allowed Speed
Y=1" to 1 1/2" 40 MPH
R=11/2"to 1 3/4" 12 MPH
Greater than 1 3/4" = Qut of Service
33 Head Block ties
S YR
34 Switch Adjustments
Yes : No'
35 Lubrication
OIQ Dry
36, Schh Target/ Lamps
K/ Missing_- _ N/A
37 Latches '
(OK) Broken___ | Missing___
38 Locks
OK' Broken | Mlssmg

19 Cotter Pins missing N/A 39 General Condition
20 Jam Nuts Loose N/A SYR
¢ Jashers OK' Broken__ - Missing 40 Insulated Joints

| " S)YR

Remarks on Page 3
JBW/WEM Mod. 09-15-08



Frog Inspection Report / Semi-Annual

Page 2 of 3

Wo# cioz

Mainline 1 2 Yard
r"Qte: VO /¥ /). Inspection Crew:
1 Location

2 Switch I.D. #
3 Facing \/ _ V" Trailing
44FrogTread N S Y)R
R (YR

45Frog#__\ )
46 Frog Point Condition

S YR
47 Condltion of Frog

S'YR
48 Surface of Frog

'§'YR

49 Throat in Inches
50 Flangeway Depth
Flangeway Depth must not be less than 1 1/2"

Gage o ,
51 Main Track__ - % /3
52 Tumout Track_"¢ /3
Gage must not be less than 56" for any Class

Guard Ralls . )
53 Guard Rail Gage N__ R i)
Guard Rall Gage must be less than 54 318"
54 BacktoBack N_¢ R Vi
Back to Back must bo Iess than 53 1/8"
54 Condition
SYR

55 Location of Guard Rail (Relation to Point)
S)Y R

Guard Rail Clamps

56 Main Track
SYR N/A

57 Turnout Track
S YR N/A

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

Turnout Tles
58 Condition

SYR
59 Rail Movement

SYR
Tie Plates
60 Lead

SYR
61Gurad Rail I‘-‘Iaalnger»\rsq.'F

R N_ ¢ R
Guard Rall Flangeway can not be lese

62/§uard Rail Plates

1/9v

-A

63 Frog Plates

/S)Y R
Bolts
64 Loose N/A
65 Missing N/A
Rivets (Huck)
66 Loose N/A
67 Missing ‘ N/A
68 Nuts Missing N/A

69 Cotter Pins Missing N/A
70 Washers' OK Broken Missing,

71 Hold Down Devices
/S)Y R NIA

7é pring Housing
’SIY R NIA

73 Deralls
S YR NA .

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to
_50' beyond last long tie

‘OK') Difference

75 Condition of Line thru entire turnout
SYR

- Class 2 and getsayY
Re.n)arks on page 3




Remarks Page 3 of 3

'Switch Date WO #

All rules comply with the MTA Field Guide for Track Inspections updated April 2008
All rules are class 3 for Mainline track and class 1 for Yard tracks

S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service

Reviewed by: ’% «lg&-;fbé—\_.- Date: :] /7 “’Z /- / Lf




Switch Inspection Report / Semi-Annual

Page 1 of 3

Mainline 1 2 Yard Wo# /855 9/2
te: ' Inspection Crew
1 Location Dem naden 22 Standard Joints
2 Switch I.D. # 2"’.5,2 36 (8 YRNA
3 Facing Trailing 23 Switch Plates
S YR NA
Rall Points 24\Adjustable Braces
4 Point to Point S'Y R N/A
5 Point Condition 25 Non-Adjustable Braces
S)YR SYRNA
6 Point Throw Nothing less than 4" or greater than 5" ;
, Min 3 1/2" on house top point protector Switch Rodsg
N_ 73 R_4" /A 26 Front Rod
7 Point Opening (§YRNA
71¢ R 27 #1 Rod (Basket Rod)
8 Fit 'S'YR NA
SYR 28 #2 Rod
9 General Condition of the Points 'S)Y R N/A
SYR 29 #3 Rod
Gage . S Y R N/A
10 Heel of Switch 30 #4 Rod
a) Main_ ‘S)Y R NIA
a) Turnout 31 Closure Rail
3age ahead of Bend_~_. - SY R NA
Must not be less than 58" or more than 57" for "S" 32 Surface of Switch
S YR NA

12 Heel Spread in Inches

Using a 62' cord

a) Turnout S= Up to 1" Max allowed Speed
a) Main ' Y=1"to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH
Stock Rail Greater than 1 3/4" = Out of Service
13 Bend 33 Head Block ties
SYR “§'Y R
14 Condition 34 Switch Adjustments
(SYR Yes No
35 Lubrication
Boits ‘- OK ' Dry
15 Loose N/A 36 Switch Target / Lamps
16 Missing N/A 0K~ Missing__:_N/A
37 Latches
Rivets (Huck Boits) OK' Broken__Missing. '
17Loose___~ N/A 38 Locks
18 Missing N/A OK' Broken__ Missing_ '
19 Cotter Pins missing N/A 39 General Condition
20 Jam Nuts Loose N/A SYR
< Jashers(OK Broken Missing 40 Insulated Joints
SYR

Remarks on Page 3
JBW/WEM Mod. 09-15-08



Frog Inspection Report / Semi-Annual

Mainline 1 2 Yard

Page 2 of 3

wo# G503

Inspection Crew:

~ate: \o /1 !

1 Location
2 Switch I.D. # : 45
3Facing _~ Trailing
44 Frog Tread N S'YR
. SYR
45Frog# | O
486 Frog Point Condition
S\YR
47 Condition of Frog
SYR
48 Surface of Frog
(S)" R

49 Throat in Inches
50 Flangeway Depth
Flangeway Depth must not be less than 1 1/2"

Gage
51 Main Track :
52 Turnout Track 7
Gage must not be less than 56" for any Class
Guard Rails
53 Guard Rail Gage N R -
Guard Rall Gage must be less than 54 3!8"
54 BacktoBack N R_
Back to Back must be less than 53 118"
54 Condition
SYR

55 Cléwcatlon of Guard Rail (Relation to Point)

Guard Rail Clamps
56 Main Track
‘S R N/A
57 Turnout Track
(YR N/A

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

Turnout Ties
58 Condition
‘'SYR
58 Rail Movement
S'YR
Tle Plates
60 Lead
S'Y R
61Gurad Rail Flangeway
SYR N_L ¢ R I’
Guard Rall Flangeway can not he lese 1 1/2"
62 Guard Rail Plates

SYR
63 Frog Plates

SYR
Bolts
64 Loose N/A
65 Missing N/A
Rivets (Huck)
66 Loose N/A
67 Missing N/A
68 Nuts Missing N/A

69 Cotter Pins Missing NA
70 Washers OK- Broken_-_Missing_

71_Hold Down Devices
Y R NA
72 ) Spring Housing
{ S)Y R N/A
73 Derails w
S YR'NAD

74 Maximum difference In any 31' in Cross
Level on the siding from the Frog Point to
/50' eyond last long tle
. OK / Difference

75 Co_ndition of Line thru entire turnout
SYR

Class Zand getsa Y
Rem%rks on page 3




Remarks Page 3 of 3

Switch Date WO #

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks
S All items inspected are in compliance

Y Attention needed

R Immediate attention re ?or Out of Service
Reviewed by: % Mé::" Date: [ 0 (g 7 ~ [C'O
F 1} / A




Switch Inspection Report / Semi-Annual

Mainline 1 2 Yard

Wo# /6446287

Page 1 of 3

te: Lo/ 20 / iL{ Inspection Crew ?) ?CM,\U‘-,\LM_

1 Location CmuwnAayD
2 Switch 1.D. #

. SW9Y 14
3 Facing Traillng /

Rail Points _
4 Point to Point 5|21,

5 Point Condition
SYR

M Alen.

6 Point Throw Nothing less than 4" or greater than 5"

Min 3 1/2 " on house top point protector

N_ /A R
7 Point Opening :
N_V. /e A R_5"
8 Eijt

S)YR
9 General Condition of the Points

S)Y R
Gage
10 Heel of Switch

a) Main 5& 75

* Turnout_%& 5

. . Gage ahead of Bend , o

Must not be less than 56" or more than 57" for "S"

12 Heel Spread in Inches
a) Turnout_& 35

a) Main__& /4

Stock Rail
13 Bend
YR
14 Condition
S)Y R

Bolts
15Loose. O  N/A
16 Missing '! N/A

Rivets (Huck Bolts)

17 Loose N/A

18 Missing__ Q) N/A

19 Cotter Pins missing___ () N/A

«. Washers Broken

Missing_(

" Jam Nuts g:gsa Q N/A

Remarks on Page 3
JBW/WEM Mod. 09-15-08

22 Standard Joints
Y R N/A
23 Switch Plates
Y R N/A
24 Adjustable Braces
)Y R N/A
25 Non-Adjustable Braces
S/Y R N/A

Switch Rods
26 Front Rod
Y R N/A
2 Rod (Basket Rod)
Y R NA
28 #2 Rod
Y R N/A
29 #3 Rod
S Y R(N/A
30 #4 Rod
S Y R(NA
31 Closure Rail
(Y R NA
32 Surface of Switch
(S)Y R N/A
Using a 62' cord
S= Up to 1" Max allowed Speed
Y=1"to 1 1/2" 40 MPH
R=11/2"to1 3/4" 12 MPH
Greater than 1 3/4" = Out of Service
33 Head Block ties

36 S |tch Target / Lamps
OK) Missing N/A
37 katches
K/ Broken () Missing 0
38 Locks
Broken () Missing)
39 Geéneral Condition

(§)Y R
40 Insulated Joints

(®YR



Frog Inspection Report/ Semi-Annual

Page 2 of 3

Mainline 1 2 Yard wo# |(0(La37
o _|0/20/14 InspectionCrew: R Pu,idi M Alchin
1 Location AN VA Yp Turnout Ties
2 Switch I.D.# 5/ 94 }A 58 Condition
3 Facing Trailing !/ Y R
44FrogTread N @ YR 59 Rail Movement
'R SHR YR
45 Frog # (’z Tie Plates
46 Erog Point Condition 60 Lead
SSYR S)Y R
47 Condition of Frog 61Gurad Rail Flangeway
s PR YR N_L'%g, RAA
48 Surface of Frog ~-Guard Rall Flangeway can not be less 1 1
G YR 62 Guard Rail Plates
Y R
49 Throat in Inches 3 %& 63 Erog Plates
50 Flangeway Depth ] 7% YR
Flangeway Depth must not be less than 1 1/2"
Bolts
Gage \ 64 Loose ® N/A
51 Main Track__J ¢ /2 66 Missing D N/A
52 Turnout Track_> & >/
3age must not be less than 56" for any Class Rivets (Huck)
66 Loose O N/A
Guard Rails q/ i 67 Missing Q N/A
53 Guard Rail Gage N 5 L{ /f & R_SL_/_[{ /é 68 Nuts Missing ) . N/A
Guard Rail Gage must be less than 54 3/8" 69 Cotter Pins Missing __/ N/A

54 BacktoBack N_S.LViy R 52 ¥
Back to Back must be less than 53 1/8"

54 Condition
@Y R
55 Location of Guard Rail (Relation to Point)
YR
Guard Rail Clamps
56 Main Track
YR N/A

579 urnout Track
SYR N/A

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

- Mass2andgetsaY
Remarks on page 3

70 Washers@ Broken__(O Missing(’

71 Hold Down Devices
S)Y R NA
7 ring Housing
Y R NA
73 Derails
S Y R(NA

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to

)' beyond last long tie
@ Difference

75 Condition of Line thru entire turnout
(YR

1an
A



Remarks Page 3 of 3

2:‘awitch Date WO #

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks

S All items inspected are in compliance

Y Attention needed

R Immediate attention requirgd.or Out of Seryice
Reviewed by: ///u ,@@& Date: } 0 ”‘Z/7" LQ‘P
e / 7




Switch Inspection Report / Semi-Annual

Mainline 1 2 Yard

Page 1 of 3

wo# /(L6 A8

te:  \0)/ap/ 04 Inspection Crew "P).?QLAQ‘,\(M

M. Ahn

1 Location CMNAYD
2 Switch 1.D. # CW o
3 Facing __% i/bB

Rail Points e
4 Point to Point  O() %I

5 Paint Condition
R
6 Point Throw Nothing less than 4" or greater than 5"

Min31/2" o /pouse top point protector
N5 R N

7 Point Opening

N_5 Ve RAY fas
8 Fit

SYR
9 General Condition of the Points

YR
ge

10 Heel of Swit
a) Main ¢
~\ Turnout S & 4L

Gage ahead of Bend_D( Y7

Must not be less than 56" or more than 57" for "S"

12 Heel Spread in Inches
a) Tumnout? Wy

22 Standard Joints

/Y R N/A
23 Switch Plates
Y R N/A

24 Adjustable Braces
'Y R N/A

2 n-Adjustable Braces
Y R N/A

Switch Rods
26 Eront Rod
(8)Y R N/A
27 #1 Rod (Basket Rod)
Y R N/A

2 @J Rod
wY R N/A
29 #3 Rod

S Y R
30 #4 Rod

SY R@
31-Closure Rail

\S/Y R N/A
32 Surface of Switch

(5)Y R NA
Using a 62' cord

S= Up to 1" Max allowed Speed

a) Main__{» >/ Y=1"to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH
Stock Rail Greater than 1 3/4" = Out of Service
138Bend 33 Head Block ties
S/Y R CSjY R
Condition 34 Switc justments
S)YR Yes h@
' 35 Luprication
Bolts Dry
15Loose_ O N/A 36 Bwitch Target / Lamps
16 Missing_O) N/A Missing_0) __ N/A
37 Latches
Rivets (Huck Bolts) Broken_() Missing_Q
17 Loose gg N/A 38 Locks
18 Missing__ N/A Broken_g Missing ()
19 Cotter Pins missing__(J _ N/A 39 General Condition
27 Jam Nuts Logse U NA @ YR
. Nashers Broken___ (. Missing_ [0 40([;sulated Joints
YR

Remarks on Page 3
JBW/WEM Mod. 09-15-08




Frog Inspection Report / Semi-Annual

Mainline 1 2 Yard

Page 2 of 3

wo# | UGG 289

te: [O /Q;O / l(f} Inspection Crew: p) ,?Am/gkg\_ AL A\ ta e A

1 Location N NVAYD
2 Switch I.D. # Shw 99 1B
3 Facing Trailing
44 Frog Tread N Y R
R Y R
45 Frog # éz )
46 Frog Point Condition
®YR
47 Condition of Frog
3 YR
48 Surface of Frog
Y R
57 .
49 Throat in Inches 5 /1(7

50 Flangeway Depth___| ' /1(,
Flangeway Depth must not be less than 1 1/2"

Gage ) )
51 Main Track_O¢ /3
52 Turnout Track 5S¢ /2.
Jage must not be less than 56" for any Class

Guard Rails ;

53 Guard Rail Gage N O34 R 54 Y
Guard Rail Gage must be less than 54 3/8"

54 BacktoBack N_52 ¥4 R 52 Y2
Back to Back must be less than 53 1/8"

54 Condition

YR

55 Location of Guard Rail (Relation to Point)

()Y R

Guard Rail Clamps
56 Main Track
YR N/A

57 Turnout Track
YR N/A

Class 1 Gage 56" to 57 1/2"
More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

Turnout Ties
58 Condition

@Y R
59 Rail Movement

YR
Tie Plates
60 Lead
YR
61Gurad Rail Flangeway
S)YR N_7 /A

R
Guard Rail Flangeway can not he laes 1 1/2"
62 Guard Rail Plates

@Y R
63 Frog Plates

S)YR
Bolts
64 Loose Q N/A
65 Missing Q N/A
Rivets (Huck)
66 Loose Q N/A
67 Missing Q N/A
68 Nuts Missing Q N/A

69 Cotter Pins Missing @] N/A
70 Washers @Broken (2 _Missing 0

71 Hold Down Devices
Y R NA

72 Spring Housing
Y R NA

73 Derails

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to

' beyond last long tie
OK Difference

7 ndition of Line thru entire turnout

More than 57" to 57 1/4" downgrade to YYR

~Class2andgetsaY -
Remarks on page 3



Remarks

Switch Date WO #

Page 3 of 3

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks
S All items inspected are in compliance

Y Attention needed

R Immediate attention requiredpr Out of Service
Reviewed by: M}:&: ‘72 /Q’ Date: I &
7 / -




Switch Inspection Report / Seml-Annual

Page 1 of 3

Mainline 1 2 Yard wo# /&66:16(
le: 10 / 27 / 14 Inspection Crew R /\Dag/\ N\ a
1 Location LM puAYD 22 Standard Joints
2 Switch I.D. # S 7Y —3A (,- Y R N/A
3 Facing _Trailing itch Plates
( Y R N/A
Rail Points 24 Adjustable Braces
4 Point to Poaint S )Y R N/A
5 Pqipt Condition 25-Non-Adjustable Braces
S\Y R . S YR NA
6 Point Throw Nothing less than 4" or greater than §”
o Min 3 1/2 " on house top point protector Switch Rodg
N_&] Zig R_N /A 26 Front Rod
7 Ponn Openmg [S)Y R N/A
N_Y "7 R 27#1 Rod (Basket Rod)
8.F (S/'Y R N/A
(_S R 28/? Rod
9 General Condition of the Points S)Y R NA
S@ R 29#3 Rod/ \
Gage . S Y RUINA
10 Heel of Smtch 30#4 Rod
a)Main )& S Y RINA/
~\ Turnout__ 31 Closure Rail
Sage ahead of Bend S¢Y _5& 7, 'S Y R N/A
Must not be less than 56" or more than 57" for "S" 32 Surface of Switch
@Y R N/A
12 Heel Spread in Inches Jsing a 62' cord

a) Tumout____-
a) Main_.

Stock Rail
13-Bend
[S)YR

14 Condition
S)Y R
Bolts

15 Loose L) N/A
16 Missing N/A

Rivets (Huck _Boltsl

17 Lloose___~ ) N/A
18 Missing N]A =

S= Up to 1" Max allowed Speed
Y=1" to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH
Greater than 1 3/4" = Qut of Service
33 d Block ties
S)Y R
34 Switc

ljustments
Yes [ No
35 Lubrication

( OK ) Dry
36, Swifch Target / Lamps
| OK } Missing_{ 2> N/A
37 Latél'les
OK /Broken_|
38 Locks
OK) Broken () Missingi/ _

_) _Missing

19 Cotter Pins missing N/A 39 General Condition
20 1am Nuts Loose N/A " S)YR
2 Jlashers\OK' Broken Q Missingh 40 Insbulated Joints

( S)YR

Remarks on Page 3
JBW/WEM Mod. 09-15-08



Frog Inspection Report / Semi-Annual

Page 2 of 3

wor | (i 70/

Malnline 1 2 Yard
te: | ) / a7/14 Inspection Crew: /7\ Vs o A A I 1 2N\
1 Location cd 4 44 V/} M
2 Switch I.D. l#/ 58 Condition
3Facing __ L/ Trailing 'SYR
44Frog Tread N ﬁ%Y R 59 Rail Movement
R S)YR (S'Y R
45Frog#__ () : Tie Plate
46 Frog Point Condition BO Head
SYR Sf YR
47 Condition of Frog 61Qurad Rail Flangeway / (
s (SYR N RA//
4?/Sl<rface of Frog Guard Rall Flangeway can not he lass 1 1/2"

v’r‘ R 62 Guard Rail Plates

) I// ( S YR

49 Throatin Inches ¢ 63 Erog Plates
50 Flangeway Depth___ | 72 S)Y R

Flangeway Depth must not be less than 1 1/2"

Bolts

Gage -y 64 Loose Q N/A
51 Main Track__ 0 &, 72 65 Missing 0 N/A
52 Tumnout Track_S£ 5/

3390 must not be less than 56" for any Class Igév:;s(:luck) 0 NA
Guard Rails Y, =1 1 67 Missing 0O N/A
53 Guard Rail Gage N> '/ /4 R oY 68 Nuts Missing : N/A

Guard Rail Gage must be less than §4 3/8" 69 Cotter Pin (a rssmg — NA
54 BacktoBack N O /2 R V9 70 Washers (OK Broken_(| Missing.{”
Back to Back must be less than 53 113“
54 ondition 71-Hold Down Devices
SIYR ( Y R NA
5& chatlon of Guard Rail (Relation to Point) 72 Spring Housing

SYR 'S YR NA
Guard Rail Clamps 73 Derails
58( ain Track SY R(NIA )

SYR N/A
57 Turnout Track 74 Maximum difference in any 31’ in Cross
(8)Y R N/A Level on the siding from the Frog Point to

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

! beyond last long tie
OK ) Difference

75 Condition of Line thru entire turnout
([SYR

Class 2and getsa Y
)

Remarks on page 3

!




Remarks

Page 3 of 3

Switch Date WO #

All rules comply with the MTA Field Guide for Track Inspections updated April 2006

All rules are class 3 for Mainline track and class 1 for Yard tracks

S All items inspected are in compliance

Y Attention needed

R Immediate attention required ut of Service

Reviewed by: Z Date




Switch Inspection Report / Seml-Annual

Page 1 of 3

Mainline 1 2 Yard Wo# /466243
te:  \Q/2//] Inspection Crew \ Varaokra MCAV L
1 Location CMMNMNAYD 22 gtandard Joints
2 Switch I.D. # S ‘7’2 3B Y R N/A
3 Facing Trailing 23(3/ itch Plates
S ﬁY R N/A
Rail Points 24 Adjustable Braces
4 Pointto Point_S() 7/ ()Y R N/A
5 Point Condition 25 Non-Adjustable Braces
(P/Y R. ('1' )Y R N/A
6 Point Throw Nothing less than 4" or greater than 5" o
Min31/2" on I'rouse top point protector Switch Rods
N R_/// 28 Front Rod
7 Point Opening A \S)Y R N/A
N_S/7 R & 27 #1 Rod (Basket Rod)
8 Kit S Y R NA
'YR 28 #2 Rod
9 General Condition of the Points §Y R N/A
YR 29 #3 Rod
age . SY RG@
10 Heel of Switch 30#4Rod
a) Main ' S Y RINA)
3 Turnout N i 31 Closure Rail
3age ahead of Bend 5672 /S YR NA
Must not be less than 56" or | more than 57" for "S" 32 Surface of Switch
;Y R N/A
12 Heel Spread E Inches Jsing a 62" cord
a) Turnout_/, 7 /> S= Up to 1" Max allowed Speed
a) Main @ Y=1"to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH
Stock Rail Greater than 1 3/4" = Out of Service
13 Bend 33 d Block ties
S/Y R S X R
14 Condlhon 34 Switch Adjustments
(SYR Yes INo)
?S,Lubncation
Bolts (
15Loose_ 00 N/A 36 h Target/Lamps
16 Missing__ ) N/A FO Missing_ () __ N/A
37 Latches
Rivets (Huck Bolts[ ‘ . OK) Broken () Missing " _ v
17 Loose___{ N/A 38 [Locks , 7
18 Missing___, _ N/A OK' Broken () Missing () _
19 Cotter Plns missing N/A 39 General Condition
20 Jam Nuts ngsa N/A = (S/Y R
. Nashers(OK) Broken___Missing_" 4q Hnsulated Joints
S)YR

Remarks on Page 3
JBW/WEM Mod. 09-15-08



Frog Inspection Report / Semi-Annual

Mainline 1 2 Yard

Page 2 of 3

Wo# \(GLb Dy 2

s (A

~e:  |n 0 7// !/ _ Inspection Crew: |

2sutenin g , — 41T
witc 3N
3 Facing ‘-/ Tra|I|n
44 Frog Tread N s {R

R ®YR
45 Frog # _C/___
46 Frog, Point Condition

SiY/R
47 Condition of Frog
YR

4 rféce of Frog
{ %FY R

)
49 Throat in Inches 3 /é
50 Flangeway Depth (T
Flangeway Depth must not be less than 1 1/2"

Gage o
51 Main Track__ > (- L,
52 Tumnout Track_>() 2/ 4
:age must not be less than 56" for any Class

Guard Ralils ol
53 Guard Rail Gage N_O H Yo R 5(1 ‘/ ife
Guard Rall Gage musg be Iefa than 3.‘ 3/8"
54 BacktoBack N_5 2 Y., R5
Back to Back must be less than 53 1/8"

54 ondition

Q—?catlon of Guard Rail (Relation to Point)
G

ard Rail Clamps
56 Main Track

S)Y R N/A
57 Turnout Track
@Y R N/A

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

Turnout Tles
58\Condition
YR
59 Rail Movement
®YR
Tie Plates

6 ead

61 gurad Rail Flangeway

YR N_1Y% R A/

Guard Rall Flangeway can not be less 1 1/2"
62§uard Rail Plates

GS,EBYQ Plates

Bolts
64 Loose . N/A
65 Missing L/ N/A
Rivets (Huck)
66 Loose @) N/A
67 Missing o N/A
68 Nuts Missing 0 N/A
69 Cotter Pi sing —o  NA
70 Washers 0% K)Broken_o, _Missing_ 0
7|1‘—L-;old Down Devices

'S Y R NA
72-Spring Housing

\ sz Y R NA
73 Derails

sz

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to
" beyond last long tie
Difference

75 Condition of Line thru entire turnout
)Y R

Class 2and getsa Y
Rem%rks on page 3




Remarks Page 3 of 3

'Switch Date WO #

\ Cng Chiaited . _pogt  tasor
LS

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks
S All items inspected are in compliance

Y Attention needed

R Immediate attention requnre% Service é
Reviewed by: Date: / d - 3 /”/%




Switch Inspection Report / Seml-Annual

12 Heel Spread in Inches

Page 1 of 3

1 2 Yad WO# _[(49¢80
‘ate: ol l 2004 Inspection Crew T SCueier. W ;521&& B ?hwu SR
1 Location _Emg,.- '\ll:")ll'p-l 22 Standard Joints
2SwitchlD.#  7:3ig_ @Y RNA
3 Facing Trailing X 23 Switch Plates
Y R N/A
Rali Pointg 24 Adjustable Braces
4 Pointto Point 57 Za- Y R N/A
5 Point Condition 25 Non-Adjustable Braces
®YR 3 SYRKRB
6 Point Throw Nothing less than 4" or greater than 5" -
Min 3 1/2" on house top point protector Switch Rodg
N A3 R 434 26 Front Rod
7 Point Opening ©Y RNA
N__ 5% R__S" 27 Rod (Basket Rod)
8 Fit Y R NA
YR 28 #2 Rod
9 General Condition of the Points Y R N/A
YR 29 #3 Rod
Gage . Y R N/A
10 Heel of Switch 30 #4 Rod
a) Main____3L%, Y R N/A
a) Turnout__ 3%, 72 31 Closure Rall
~ Gage ahead of Bend___:1, 3¢ Y R NA
-«ust not be less than 56" or more than 57" for "S" 32 Surface of Switch
©Y R NA

Using a 62' cord

a) Tumout__(o"~ S= Up to 1" Max allowed Speed
a)Main___ & % Y= 1" to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH
Stock Ral| Greater than 1 3/4" = Out of Service
13 Bend 33 Head Block ties
@ YR YR
14 Condition 34 Switch Adjustments
@ YR Yes
35 Lubrication
Bolts OK (D
15Loose___ O N/A 36 Switch Target / Lamps
18 Missing__© N/A OK Missing /
37 Latches
Rlvets (Huck Bolts) . (OK> Broken___Missing___
17 Loose___ ©  N/A 38 Locks
18 Missing__ 2 N/A OK> Broken___Missing___
19 Cotter Pins missing__ < N/A 39 General Condition
20 Jam Nuts Loose__ N/A - ®YR

N ‘Nashers@ Broken Missing

Remarks on Page 3
JBW/WEM Mod. 09-15-08

40 Insulated Joints

@YR



Frog Inspection Report / Semi-Annual

Page 2 of 3

Mainline 1 2 Yard WO# (-4 9680
Cate: \fo('wl 14 Iinspection Crew:
1 Location Turnout Tleg
2 Switch I.D. # U3 R 58 Condition
3 Facing Trailling v ®©YR
44FrogTread N ®YR 59 Rail Movement
R ®YR YR
45Frog#__jo Tle Plateg
486 Frog Point Condition 60 Lead
S)YR ®©YR
47 Condition of Frog 61Gurad Rail Flangeway
(®YR YR N_1% R /%
48 Surface of Frog Guard Rall Flangeway can not be less 1 1/2"
&-Y-R 62 Guard Ralil Plates

49 Throatin Inches___ 3 /4
50 Flangeway Depth e
Flangeway Depth must not be less than 1 1/2"

Gage g
51 Main Track 2 G

52 Tumnout Track___ > /5
Gage must not be less than 56" for any Class

uard Ralls

53 Guard Rail Gage N_34"% R &%
Guard Rall Gage must be less than 54 3/8"
54 BacktoBack N__S2'¥%. R S3
Back to Back must be less than 53 1/8"
54 Condition
®YR
55 Location of Guard Rail (Relation to Point)
®YR
Guard Rall Clamps
56 Main Track
@Y R N/A
57 Tumout Track
C§ YR N/A

Class 1 Gage 56" to 57 1/2"
More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

YR
63 Frog Plates

®Y R

Bolts
64 Loose i N/A

65 Missing «© N/A

Rivets (Huck)

66 Loose P N/A
67 Missing o N/A
68 Nuts Missing @ N/A
69 Cotter Pins Missing €2 __N/IA

70 Washers @ Broken Missing

71 Hold Down Devices
(Y R NA

72 Spring Housing
S Y R(NA

73 Derails

S YR B

74 Maximum difference In any 31'in Cross
Level on the siding from the Frog Point to
50°' beyond last long tie

@ Difference

75 Condition of Line thru entire turnout

&Y R

More than 57" to 57 1/4" downgrade to
‘Class Zandgefs a Y .

K _iarks on page 3




Remarks Page 3of 3

Switch Date WO# (49080

R}"T‘L’.’ll F'gcvrq ﬂ)m} T

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks
S All items inspected are in compliance

Y Attention needed

R Immediate attention required or of Service /

Reviewed by: ///
7= 77




Switch Inspection Report / Semi-Annual

Yard

Wo# LSO/

Page 10of 3

m 1 2
5

Nate: \O ‘ 29 h‘)
1 Location HMT_LIASHINGTOR)
2 Switch I.D. # J42 (B
3 Facing Traiing X
Rall Points ,
4 Point to Point 31 %-
5 Point Condition
R

6 Point fhrow Nothlng‘lesa than 4" or greater than 5"
Min 3 1/2 " on house top point protector
R__+¥%

7 Point Opening <

YR
eneral Condition of the Points
@®@YR
Gage .
10 Heel of Switch
a) Main_S(V ¢
a) Turnout__ b’
~* Gage ahead of Bend___-2.%
.dust not be less than 56" or more than 57" for "S"

12 Heel Spread in Inches

InspectionCrew [ Sz ) 'BE?'AUT B 1RNuskA

22 Standard Joints
©Y R NA

23 Switch Plates

Y R N/A

24 Adjustable Braces
S)Y R N/A

25 Non-Adjustable Braces
SYR @

Switch Rodg
26 Front Rod

S ¥ RNA
27%od (Basket Rod)
S)Y R N/A
28 #2 Rod
Y R N/A
29 #3 Rod
Y R N/A
30 #4 Rod
Y R N/A
31 Closure Rail
R N/A
32 Surface of Switch
R N/A
sing a 62' cord

a) Tumout_(, /+ S= Up to 1" Max allowed Speed
a) Main___© "« Y=1"to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH

Stock Rall Greater than 1 3/4" = Out of Service
13 Bend 33 Head Block ties

R YR
14 Condition 34 Switch Adjustments
@ YR Yes (No)

35 Lubrication
Bolts Dry
15Loose___ o N/A 36 Switch Target / Lamps
18 Missing_ ;o N/A OK Missing /A
37 Latches @
Rivets (Huck Bolts) _ @ Broken___Missing___
17 Loose ©__NA 38 Locks
18 Missing__ o N/A OK), Broken___Missing___
19 Cotter Pins missing___ o N/A 39 General Condition
20 Jam Nuts Loose o __NA S\Y R
. Washe@ Broken Missing 40 {1\sulated Joints
S)YR

Remarks on Page 3
JBW/WEM Mod. 09-15-08



Frog Inspection Report / Seml-Annual

Page 2 of 3

wor _)(,50@75

Mainline 1 2 Yard

Date: 1O ! 29 I 14 Inspection Crew:
1 Location

2 Switch I.D. #

3 Facing _—{™* Trailing .
44 Frog Tread N S YR

R ®¥YR
45 Frog #

46 Frog Point Condition
é\' R
47 ondltlon of Frog

48 r’iyrfaoa of Frog
w |
49 Throat in Inches 374

50 Flangeway Depth [ Vi
Flangeway Depth must not be less than 1 1/2"

Gage .
51 Main Track___52% /¥
52 Tumout Track__ >0 Ve
Gage must not be less than 56" for any Class

uard Rallg .
53 Guard Rall Gage N_S*78 R_Sv %

Guard Rall Gage must be less than 54 38"
54 BacktoBack N_ %% R SV
Back to Back must be less than 53 1/8"

54 Condition
@Y R
55 Location of Guard Rail (Relation to Point)
(YR
Guard Rail Clamps
56 Main Track
YR N/A
57 Turmout Track
@)Y R N/A

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

Turnout Tleg

58 Condition
Y R
59 Rail Movement
O YR
Tlo Plates
60 Lead
@ YR
61Gurad Rail Flangeway
YR N_I"% R %
Guard Rall Flangeway can not be less 1 1/2"
62 Guard Rail Plates

@YR
63 Frog Plates

©YR
Bolts
64 Loose o N/A
65 Missing o N/A
Rivets (Huck)
66 Loose g N/A
67 Missing Q N/A
68 Nuts Missing i) N/A

69 Cotter Pins Missing [4) N/A
70 Washers @ Broken____ Missing____

71 Hold Down Devices
R NA
72 Spring Housing
S Y R(NA
73 Derails —

74 Maximum difference In any 31' in Cross
Level on the siding from the Frog Point to
50’ beyond last long tle

@ Difference

75 Condition of Line thru entire turnout

Class 2andgelsaY
K __iarks on page 3

(SYR
\kj




Remarks Page 3 of 3

\Switch Date wo# (50825

L AVES hpc»w\s.é Herc‘crs — Fre hazziuca
Pb'Hed g:l'tt?j \:5019"!”

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks
S All items inspected are in compliance

Y Attention needed

R Immediate attention requnred or %{:gemce
Reviewed by: g/e%é Date: //ﬂ /?/ 74//

/



Switch Inspectlon Report / Semi-Annual Page 10of 3

WO# (650%\4

@ 1 2 Yard

Nate: lmllval_ta,

1 Location MT it !A‘:H' WGTOR
2 Switch I.D. # 342 iA
3 Facing Trailing x

Rall Pointg
4 Pointto Point S

5 Point Condition
Y R

6 Polint Throw Nothing .‘Iess than 4" or greater than 5"
Min 3 1/2 " on house top polint protector

N = RS
DA

irad

-
= 1N
{]

-~
(&}

v Sifiv UG i,
N__ S R_S5%4
8 Fit

(SYR

9 General Condition of the Points
(Y R
Gage .
10 Heel of Switch
a)Main__ S(>"
a) Turnout___=<< iu//s .
* Gage ahead of Bend__ > (» />

ust not be less than 56" or more than 57" for "S"

12 Heel Spread in Inches

a) Tumout © e
a) Main__(-"/v

Stock Rall

13.Bend
YR

14 _Condition
YR

Bolts
15 Loose___p N/A
18 Missing_____N/A

Rlvets (Huck Bolts)

17 Loose o NA
18 Missing o __N/A

19 Cotter Pins missing___©__ N/A

Inspection Crew | SeutgeEr W BEYANT B Thnuska

22 Standard Joints
S/ R N/A
23 Switch Plates
S)Y R N/A
djustable Braces
Y R N/A
25 Non-Adjustable Braces
SYRWNA)

Switch Rodg
26 Front Rod
P

S)Y R N/A
27#1 Rod (Basket Rod)
Y R NA
28 #2 Rod
Y R N/A
29 #3 Rod
Y R N/A
30 #4 Rod
Y R N/A
31 Closure Rall
Y R N/A
32 Surface of Switch
R N/A
sing a 62' cord
S= Up to 1" Max allowed Speed
Y=1"to 1 1/2" 40 MPH
R=11/2" to1 3/4" 12 MPH
Greater than 1 3/4" = Qut of Service
33 Head Block ties
YR
34 Switch Adjustments
Yes
35 Lubricafion
OK Dry

36 Switch Target / Lam
OK Missing Q;M)
37 Latches o
(OK) Broken___Missing___

38 Lacks
Broken___Missing___

39 General Condition

20 Jam Nuts Loose - N/A
- Washers&gjg Broken Missing

Remarks on Page 3
JBW/WEM Mod. 09-15-08

S YR
40 Insulated Joints
@Y R



Frog Inspection Report/ Seml-Annual

Page 2 of 3

Malnline 1 2 Yard Wo# [GSosig
Date: | nl 25 I | 4. Inspection Crew:
e
1 Location Turnout Tleg
2 Switch I.D. # 58 Condition
3 Facing Trailing @Y R
44 Frog Tread N % YR 59 Rail Movement
R YR ®YR
45Frog#__ 1O Tie Plates
48 Frog Point Condition 60 Lead
YR ®YR
47 Condition of Frog 61Gurad Ralil Flangeway
YR YR N_/% R [Va
48 Surface of Frog Guard Rall Flangeway can not be less 1 1/2"
By r 62 Gusrdl‘aﬁail Plates
49 Throatin Inches___ >'/v 63 Frog Plates
50 Flangeway Depth L~ @ YR
Flangeway Depth must not be less than 1 1/2" B
Boity
Gage 64 Loose (&) N/A
51 Main Track____Sls3/y 85 Missing o N/A
52 Tumnout Track____ *¥s3/y
Gage must not be less than 56" for any Class Rivets (Huck)
66 Loose o N/A
wuard Rallg ~ 67 Missing Q N/A
53 Guard Rail Gage N_2S 4 3y R 9 7, 68 Nuts Missing () N/A

Guard Rall Gage must be less than 54 3/8"
54 BacktoBack N__ S234 R Sl
Back to Back must be less than 53 1/8"

54 Condition
YR
55 Location of Guard Rail (Relation to Point)
(SYR
Guard Ralil Clamps
56 Main Track
YR N/A
57 Tumout Track
@G YR N/A

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

68 Cotter Pins Missing 2 N/A
70 Washe Broken Missing

71 Hold Down Devices
Y R NA

72{%pﬂng ousing
Sﬁv N

3 Derails

S Y RQNA)

74 Maximum difference In any 31' in Cross
Level on the siding from the Frog Point to
50" beyond last long tie

@ Difference

75 Condition of Line thru entire tumout

@ YR

ClassZandgetsa Y
E__.arks on page 3




Remarks Page 3 of 3

‘Switch Date Wo# |&SoBK

Vi

SAVES  Pbougd — Sw. Jdeareis . Friee fhzzaas

All rules comply with the MTA Field Guide for Track Inspections updated April 2008
All rules are class 3 for Mainline track and class 1 for Yard tracks
S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Ont of Servj
Reviewed by: % ¢ Date: /ﬂ 5/ / §/
[4




Switch Inspection Report / Seml-Annual Page 1 0of 3

wWo# 165 o@ie,

@) 1 2 Yard

Mate: ‘0/ R / L0i4 Inspection Crew | <o j{(S([:2 (,JV/ 32.?//44;:_ B %NLSKA

1 Location HT ASHINGTO
2 Switch I.D. # 32 -
dFacing X Trailing

Rall Pointg —
4 Pointto Point S| 7~

5 Point Condition
Y R

8 Point Throw Nothing :less than 4" or greater than 5"
Min 3 1/2" on house top point protector

N_a% R_4%Y

7 Point Opening

N S R S
8 Fit
YR
9 General Condition of the Points
@Y R
Gage

10 Heel of Switch

a) Main ‘:'§G¢V$
a) Turout__ S Y/ )
" Gage ahead of Bend Sb7,

B ]

--.ust not be less than 56" or more than 57" for "S"

12 Heel Spread in Inches

22 Standard Joints
©Y R NA

23 Switch Plates
®Y RNA

24 Adjustable Braces
@Y R NA

25 Non-Adjustable Braces
SYRENA

Switch Rodg

26 Front Rod
é‘v‘ R N/A
27 #1 Rod (Basket Rod)
Y R N/A
28 #2 Rod
YR NA
29 #3 Rod
B YRNA
30 #4 Rod
Y R N/A
31 Closure Rail
Y R N/A
32 Surface of Switch
Y R N/A
Using a 62' cord

a) Tumout__ (4" S= Up to 1" Max allowed Speed
a)Main__ (¥« Y= 1" to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH
Stock Rall Greater than 1 3/4" = Out of Service
13 Bend 33 Head Block ties
)Y R YR
14 Condition 34 Switch Adjustments
®YR Yes
35 Lubrication
Bolts ) Dry
15 Loose 0 NA 36 Switch Target / Lamps
18 Missing Q0 N/A OK Missing
37 Latches
Rivets (Huck Bolts) _ Broken__ Missing___
17 Loose C __NA 38 Locks
18 Missing O NA Broken__ Missing___
19 Cotter Pins missing___ Q  N/A 39 General Condition
20 Jam Nuts Loose S _NA &Y R
2” ‘[ashers @B Broken Missing 40 gulated Joints
YR

Remarks on Page 3
JBW/WEM Mod. 09-15-08



Frog Inspection Report / Semi-Annual

Mainline 1 2 Yard

Page 2 of 3

WOo# [LSOS -

Date: { ol A l 14 Inspection Crew:

1 Location
2 Switch I.D. #
3 Facing Trailing
44 Frog Tread N Y R
R YR
45Frog#_[ ©
486 Frog Point Condition
Y R

47 Condition of Frog

(9YR
48 Surface of Frog

(S YR

49 Throat in Inches_ 3%
50 Flangeway Depth___ 2~
Flangeway Depth must not be less than 1 1/2"

Gage , _‘
51 Main Track___SUB%
52 Tumout Track_ Db Ve
Gage must not be less than 56" for any Class

Guard Rallg - _
53 Guard Rall Gage N_ S5 ¢ ¥ R_:3Y 3y

Guard Rall Gage must be less than 54 3/8"
54 BacktoBack N_S2%v R =<z2%
Back to Back must be less than 53 1/8"

54 Condition
QYR
55 Location of Guard Rail (Relation to Point)
YR
Guard Rall Clamps
58 Main Track
YR N/A
57 Turnout Track
@ Y R N/A

Class 1 Gage 56" to 57 1/2"
More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

Turnout Tieg
58 Condition

®Y R
59 Rail Movement
®GYR
Tlo Plateg
80 Lead
YR
61Gurad Rail Flang,eway .
SYR N_!% R_ /"
Guard Rall Flangeway can not be less 1 1/2"
62 Guard Rail Piates
YR
63 Frog Plates
@ YR

Bolts

64 Loose el N/A
65 Missing Q N/A
Rivets (Huck)

66 Loose Q N/A
67 Missing o N/A
68 Nuts Missing Fo) N/A

69 Cotter Pins Missing 2 ___NIA
70 Washers @Broken Missing

71 Hold Down Devices
Y R N/A
72 Spring Housing
S Y R@A
73 Derails

S Y R@A

74 Maximum difference In any 31' in Cross
Level on the siding from the Frog Point to
50’ beyond last long tie

@ ) Difference

75 Condition of Line thru entire turnout
(SYR
—

More than 57" to 57 1/4" downgrade to
Class Zandgefsa Y :

Ry ﬁrks oh page 3




Remarks Page 30f 3

'Switch Date wWo# \0o08I(k

LEAVES jal Sus. /77' AREA - @gg—#/hzwg

All rules comply with the MTA Field Guide for Track Inspections updated April 2008
All rules are class 3 for Mainline track and class 1 for Yard tracks
S All items inspected are in compliance

Y Attention needed

[
R Immediate attention required t of Service

Date: /i‘”—?/—*’/fj

Reviewed by:




Switch Inspection Report / Semi-Annual Page 10f 3

wWo# [cho019_

1 2 Ve

Nate: |'Ql 29 tz:o 14 Inspection Crew T~ Sciyjiscer LW B E.Lf ANT B r{;)mi.'r W KD

1 Location M WAeHINGTON
2 Switch I.D. # ¥

3 Facing X Trailing

Rail Pointg

4 Pointto Point S| 74
5 Point Condition
Y R

8 Point Throw Nothing :Iess than 4" or greater than 5"
Min 3 1/2 " on house top point protector

N___ A% R_4%
7-Polnt-Opaning -

N = R )
8 Fit

R

9 General Condition of the Points
C)vR
Gage .
10 Heel of Switch

a) Main__ S 9%

a) Turnout__ SeYs
* " Gage ahead of Bend__ > ¢ %2

-ust not be less than 56" or more than 57" for "S"

12 Heel Spread in Inches
a) Tumnout__¢ /<

22 Standard Joints
Y R NA
23 Switch Plates
B YRNA
24 Adjustable Braces
&Y R N/A
25 Non-Adjustable Braces

SYRQD

Switch Rods
26 Front Rod

® Y RNA

27 #1 Rod (Basket Rod)
@Y R NA

28 #2 Rod
@ Y R N/A

29 #3 Rod
©YRNA

30 #4 Rod
©Y R NA

31 Closure Rall

'Y R N/A

32 Surface of Switch
@YRNA
Using a 62' cord
S= Up to 1" Max allowed Speed

a) Main__ ¢ "y Y= 1" to 1 1/2" 40 MPH
R=11/2"to1 3/4" 12 MPH
Stock Rall Greater than 1 3/4" = Out of Service
13 Bend 33 Head Block ties
YR YR
14 Condition 34 Switch Adjustments
®Y R Yes {0
35 Lubrication
Bolts OK
15 Loose O __NA 36 Switch Target / Lamps
16 Missing o N/A OK Missing @@
37 Latches
Rivets (Huck Bolts) _ K/ Broken___Missing___
17 Loose___ N/A 38 Locks
18 Missing__ ~»  N/A Broken___Missing___
19 Cotter Pins missing__©___N/A 39 General Condition
20 Jam Nuts Loose 0 N/A QYR
40 Insulated Joints

27 'Vashers € Broken Missing

——

Remarks on Page 3
JBW/WEM Mod. 09-15-08

(8YR



Frog inspection Report / Seml-Annual

Mainline 1 2 Yard

Page 2 of 3

wor [LSeoasrs

Date: | l 249 / 20 14-  Inspection Crew:

1 Location
2 Switch I.D. #
3 Facing ol Trailing
44FrogTread N Y R
R @Y R
45 Frog#__J© '
486 Frog Point Condition
®YR
47 Condition of Frog
YR
48 Surface of Frog
@Y R

49 Throat in Inches___> /. Y
50 Flangeway Depth 2
Flangeway Depth must not be less than 1 1/2"

Gage
51 Main Track___ ¢ "2
52 Turnout Track___ S(o> >/
Gage must not be less than 56" for any Class

Guard Ralls |
53 Guard Rail Gage N_'S¢ *» R Su¥y

Guard Rall Gage must be less than 54 3/8"
54 BacktoBack N__S27% R Sz¥%
Back to Back must be less than 53 1/8"

54 Condition
R
55 Location of Guard Rail (Relation to Point)
@ YR
Guard Rail Clamps
56 Main Track
YR N/A
57 Tumout Track
3YR N/A

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

Turnout Tleg
58 Condition

YR
59 Rail Movement
®YR
Tie Plateg
60 Lead
YR
61Gurad Rail Flangeway
YR N_Il" R |V
Guard Rall Flangeway can not be less 1 1/2"
62 Guard Rail Plates

YR
63 Frog Plates
®YR

Bolts

64 Loose 9) N/A
65 Missing o) N/A
Rivets (Huck)

66 Loose Fa) N/A
67 Missing @) _N/A
68 Nuts Missing 0 N/A

69 Cotter Pins Missing < N/A
70 Washer@() Broken Missing

71 Hold Down Devices

XY R NA

72 Spring Housing
SYR

73 Derails

SYR@

74 Maximum difference In any 31'in Cross
Level on the siding from the Frog Point to
50" beyond last long tie

Q@R>  Difference

75 Condition of Line thru entire turnout

®YR

Class 2 and getsay
R_ _arks on page 3




Remarks Page 3 of 3

Switch Date WO# (50818

—Leats Avouwd So. Heorcrs— Fipe Hazzaeg

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks
S All items inspected are in compliance

Y Attention needed

R Immediate attention rey%ﬁ of Service
Reviewed by: V/Z/ /&4@ Date: - / y '/j / ',/ %
7 7

7/_///
[



